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Product code 465 Product Family SANITARI

Collection Unika

Description

WC Suspended. With 2 fixing points.

Certifications

TUV certification of UNI EN ISO 9001 system. Declaration of performance in compliance
with the European Regulation for Construction Products 305/2011. EC declaration of c E
conformity to the European Regulation for Medical Devices 745/2017.

Prestazioni Vedi Dop. EN 997
Capacita di scarico 4 It.

Features Vaso ergonomico. Brida monoforo. Linea morbida e arrotondata, con bordo ampio per
aumentare la sicurezza ed il comfort dell'utente.
Fissaggio a muro tramite staffe (Barre filettate M12). Senza apertura frontale. Sedile (non incluso)
art. 447TH. Per linstallazione & indispensabile il fissaggio cod. FISWCSOSP, acquistabile
separatamente.
Volume acqua di scarico: CL 1 Capacita di scarico 4 litri. DoP = CL 1.

Finishes White colour.

Materials Ceramic.

Dimensioni 640 x 450 x 915

Installation Fissare a parete tramite staffe adatte al tipo di parete e agli interassi del sanitario ( Barre

filettate M12). Per l'installazione & indispensabile il fissaggio cod. FISWCSOSP, acquistabile
separatamente. Per l'installazione utilizzare un tubo di carico e scarico pit lungo dello standard
(a cura dellinstallatore). Connect the loading and unloading (not included) checking that there
are no leaks. To facilitate use by disabled people or those with mobility difficulties, install the
toilet following the legislative indications for positioning the products inside the bathroom.
Safety information: The device must be mounted by a competent and qualified professional
installer. The manufacturer is not responsible for the installation of the product. Periodically
check that the fixing is solid and stable. Keep the product properly clean.

| dati riportati non possono essere ritenuti vincolanti.
Ci riserviamo il diritto di apportare modifiche tecniche

ed estetiche senza preavviso.
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Maintenance Periodically check the correct fastening of the accessories. Carry out adequate cleaning with
soap and water, do not use aggressive, abrasive, corrosive products, alcohol, acids, acetone,
thinner, etc. Don't scratch. Do not use the product for purposes other than those intended.
Disinfect periodically.

Packaging Imballo in scatola di cartone: 640 x 450 x 915 (mm) Imballo su bancale per pezzi multipli. Peso:
35kg
Weight 35kg
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