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Product code 477 Product Family SANITARI Collection Equipped wall unit

Description Compound solution Pre-wall unit for wall-hung WC.

Certifications TUV UNI EN ISO 9001 system certification.

Features Pre-wall unit in scratch-resistant laminate.
With 9-liter pneumatic cistern in ABS and recessed pneumatic push button. Galvanized steel
frame to support the toilet, complete with clamps. Wall thickness in bilaminate: 15 mm
Complete with ergonomic wall-hung toilet with front opening for the bidet function. Seat not
included.
Dimensions: 660 x 1220 x 220 mm excluding pot.
Height of the top edge of the toilet: 450 mm in compliance with D.M. 236/89

Finishes White colour.

Dimensioni 800 x 800 x 1200

Installation Prepare the pneumatic control. Fix the pre-wall unit. Attach the brackets. Connect the supplied
technical outlet bend to the floor drain. Connect the water inlet and secure the toilet to the
brackets. Check that all connections are watertight. Safety information: The device must be
mounted by a competent and qualified professional installer. The manufacturer is not
responsible for the installation of the product. Periodically check that the fixing is solid and
stable. Keep the product properly clean.

Maintenance Periodically check the correct fastening of the accessories. Carry out adequate cleaning with
soap and water, do not use aggressive, abrasive, corrosive products, alcohol, acids, acetone,
thinner, etc. Don't scratch. Do not use the product for purposes other than those intended.
Disinfect periodically.

Packaging Imballo su pallet 800 x 800 x 1200 mm. Peso: 45 kg

Weight 45 kg
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