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Product code MP587N Product Family ACCESSORI Collection Community

Description Hair dryer Wall mounted. Manually operated. Auto shut-off. Safety thermostat.

Certifications TUV UNI EN ISO 9001 system certification. CE declaration of conformity to the European
Low Voltage Directive 35/2014. CE declaration of conformity to the European Directive for
Electromagnetic Compatibility 30/2014.

Prestazioni 700W resistance.

Features Wall-mounted hair dryer, in ABS, with flexible hose and side shaver socket. Two air
speed/temperature adjustments. Automatic activation upon hose release, AC motor, safety
thermostat. Maximum power 700 W. Auto shut-off after 5 minutes if the hose is not reattached.
Tensione 220-240 V. Frequenza 50/60 Hz. Isolamento elettrico: Class II. 2 velocità , a potenze
rispettivamente di 400 W e 700 W.

Finishes White colour.

Materials ABS.

Dimensioni 390 x 260 x 160

Installation Fix to the wall. Choose anchors suitable for the type of masonry. Connect the plug to a Schuko
electrical socket. It is possible to disconnect the power cable to make a direct connection to
the underground cables. Safety information: The device must be mounted by a competent and
qualified professional installer. The manufacturer is not responsible for the installation of the
product. Periodically check that the wall fixing is solid and stable. Keep the product properly
clean.

Maintenance Periodically check the correct fastening of the accessories. Carry out adequate cleaning with
soap and water, do not use aggressive, abrasive, corrosive products, alcohol, acids, acetone,
thinner, etc. Don't scratch. Do not use the product for purposes other than those intended.
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Packaging Imballo singolo in scatola di cartone. Dimensions: 390 x 260 x 160 (mm) Weight: 2 (kg)

Weight 2 kg
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