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Product code TMTSBVC Product Family MISCELATORI
INDUSTRIALI

Collection Various mix

Description Thermostatic mixer

Certifications TUV UNI EN ISO 9001 system certification.

Prestazioni Anti-scald function.

Features Thermostatic mixer for under-boiler installation, designed for use beneath gas or electric water
heaters, or connected to a boiler. Replaceable thermostatic cartridge with fast and precise
operation. Connections between the mixing unit and the boiler are not included. It regulates the
water temperature to a pre-set value by mixing hot water from the boiler and cold water
returning from the underfloor system, even in the case of pressure variations. Connections 1/2“
M. Inlets also suitable for use with Ø12 mm copper pipe, ferrule, and nut. Ø12 mm copper pipe
fittings available upon request. Calibration reference: Tc=15 °C, Th=65 °C, P=3 bar, Q= 8 l/min,
Safety button: 50 °C

Finishes Nickel plated.

Materials Brass.

Installation Connect to the hydraulic system respecting the connections: Hot water inlet = red mark. Cold
water inlet = blue mark. Mixed water outlet = Mix. Check the hydraulic seal

Maintenance Periodically check the correct fastening of the accessories. Clean the thermostatic cartridge
regularly to avoid limescale build-up. Do not use the product for purposes other than those
intended.

Packaging Packaging: in cardboard box D

Weight 0.92
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