
I dati riportati non possono essere ritenuti vincolanti. 
Ci riserviamo il diritto di apportare modifiche tecniche 
ed estetiche senza preavviso.

Azienda con Sistema di Gestione Qualità 
certificato secondo la norma UNI EN ISO 
9001:2015

Thermomat Saniline s.r.l. a socio unico
Via M. Curie 7 - 46034 Borgo Virgilio (MN) ITALY
www.thermomat.com | info@thermomat.com | +39 0376 44 73

Technical data sheet | Revision 16/04/2025

Product code TNS01 Product Family RUBINETTERIA Collection Thermo mix

Description Anti-scald valve For sink.

Certifications TUV UNI EN ISO 9001 system certification.

Features Anti-scalding device. When the water temperature is above 45°C the flow rate is instantly
reduced; simply close the tap and wait a few seconds to return to normal operation. For sink.
Maximum operating pressure 10 bar; N.B. for pressures above 5 bar fit a reducer. Recommended
pressure: 1÷5 bar. Max hot water temperature: 85°C. Patent no. 1380670 M24 x 1 connection.

Finishes Chrome-plated

Materials Brass.

Dimensioni 80 x 80 x 40

Installation Connect in place of the aerator; Connect the aerator to the outlet of the TN01 module Connect
the water inlets. Check the tightness of the connections.

Maintenance Carry out adequate cleaning with soap and water, do not use aggressive, abrasive, corrosive
products, alcohol, acids, acetone, thinner, etc. Don't scratch. Do not use the product for
purposes other than those intended.

Packaging Packaging: single in bubble wrap and cardboard box. Dimensions: 80 x 80 x 40 (mm) Packaging
volume: 0,000256 m^3 Weight: 0.1 (kg)

Weight 0,1 kg
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